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Domtar POS 55S - 2.3

Caractéristiques :
•	 Bonne imagerie générale

•	 Éléments graphiques et logos

•	 Durée de vie de 10 ans de l’image, durée de stockage de 3 ans 	
	 (dans des conditions appropriées pour le papier thermique)

Caractéristiques environnementales :
•	 Produit sans bisphénol A (BPA)

Idéal pour : 
•	 Économique pour TPV – Détail

•	 Reçus de guichet automatique

•	 Imprimantes

•	 Reçus de stationnement

•	 Télécopieurs

•	 Calculatrices

•	 Reçus de distributeur d’essence

POINT OF SALE
PRODUCTS

Key Features
• Good general imaging
• Graphics and logo imaging
• BPA Free

Applications
• Economy point-of-sale for retail use
• ATM receipts
• Printer
• Parking receipts
• Facsimile 
• Calculator
• Gas pump receipts

Use of Appvion’s thermal products in processing, equipment, end-use or 
other applications for which they were not intended voids all warranties.

Appvion has transitioned to the Techkon densitometer, from the Gretag 
densitometer, on December 3, 2019.

Alpha® 400-2.3

RETAIL OUTLETS  •  CONVENIENCE STORES  •  FOOD SERVICE •  COUPONING

An economy point-of-sale and receipt grade with 
good general imaging characteristics. Suitable for 
flexographic printing front and back.  Produced 
without the use of bisphenol A (BPA) since 2006.

PRODUCT CHARACTERISTICS

Caliper (mils/µm) 2.30 ± 0.15/58 ± 4
Basis Weight  
 17 x 22—500 (lbs) 12.7 ± 0.8
 g/m2 47.8 ± 2.9

Thermal Response - Nominal
 Static (ºC ± 5º)
 0.2 ODU  84
 1.0 ODU  131
 Maximum Density (ODU)  1.21
      Temperature Required  148
 Dynamic—Atlantek 400 (mJ/mm2)
 0.2 ODU   4.9
 1.0 ODU  8.3
 Maximum Density (ODU)  1.54
      Energy Required  16.0

Brightness (UV Included)  >85
Gurley Stiffness Nominal (mg)   MD 28

CD 15
Elmendorf Tear Nominal (g)  MD 31

CD 35
Parker Print Surf  <2.00

Publication Date: November 2019 © 2019 Appvion Operations, Inc.
Data is for reference only. May be subject to alterations.
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Spécifications du produit

Alimentation de la tête (MJ/mm2) Température du plateau
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Sensibilité dynamique Sensibilité statique

Épaisseur Poids de 
base

Brillance  
(UV inclus)

Réponse thermique – Nominale

Rigidité Gurley – 
Nominale (mg)

Résistance à 
la déchirure 

d’Elmendorf – 
Nominale (g)

Parker  
Print SurfStatique – (ºC ± 5º)

Dynamique –  
Atlantek 400  

(MJ/mm2)
SM : ST : SM : ST :

mils 17 x 22— 
500 (lb)

>85

0,2 ODU 84 0,2 ODU 4,9

28 15 31 35 <2,00

2,30
2,15 - 2,45

13,1
12,1 - 14,1

1,0 ODU 131 1,0 ODU 8,3

µm g/m2 Densité max. 1,21 Densité max. 1,54

58,4
54,6 - 62,2

49,4
45,7 - 53,1

Temp. requise 148 Énergie req. 16,0


